
<<smi mib class>>
hrSystem

+hrSystemUptime: TimeTicks
+hrSystemDate: DateAndTime
+hrSystemInitialLoadDevice: Integer32
+hrSystemInitialLoadParameters: InternationalDisplayString
+hrSystemNumUsers: Gauge32
+hrSystemProcesses: Gauge32
+hrSystemMaxProcesses: Integer32
+hrMemorySize: KBytes

<<smi mib class>>
hrStorageEntry

+hrStorageIndex: Integer32 {index}
+hrStorageType: AutonomousType
+hrStorageDescr: DisplayString
+hrStorageAllocationUnits: Integer32
+hrStorageSize: Integer32
+hrStorageUsed: Integer32
+hrStorageAllocationFailures: Counter32

<<smi mib class>>
hrDeviceEntry

+hrDeviceIndex: Integer32 {index}
+hrDeviceType: AutonomousType
+hrDeviceDescr: DisplayString
+hrDeviceID: ProductID
+hrDeviceStatus: Enumeration
+hrDeviceErrors: Counter32

<<smi mib class>>
hrProcessorEntry

+hrDeviceIndex: Integer32 {index}
+hrProcessorFrwID: ProductID
+hrProcessorLoad: Integer32

<<smi mib class>>
hrNetworkEntry

+hrDeviceIndex: Integer32 {index}
+hrNetworkIfIndex: InterfaceIndexOrZero

<<smi mib class>>
hrPrinterEntry

+hrDeviceIndex: Integer32 {index}
+hrPrinterStatus: Enumeration
+hrPrinterDetectedErrorState: OctetString

<<smi mib class>>
hrDiskStorageEntry

+hrDeviceIndex: Integer32 {index}
+hrDiskStorageAccess: Enumeration
+hrDiskStorageMedia: Enumeration
+hrDiskStorageRemoveble: TruthValue
+hrDiskStorageCapacity: KBytes

<<smi mib class>>
hrPartitionEntry

+hrDeviceIndex: Integer32 {index}
+hrPartitionIndex: Integer32 {index}
+hrPartitionLabel: InternationalDisplayString
+hrPartitionID: OctetString
+hrPartitionSize: KBytes
+hrPartitionFSIndex: Integer32

<<smi mib class>>
hrFSEntry

+hrFSIndex: Integer32 {index}
+hrFSMountPoint: InternationalDisplayString
+hrFSRemoteMountPoint: InternationalDisplayString
+hrFSType: AutonomousType
+hrFSAccess: Enumeration
+hrFSBootable: TruthValue
+hrFSStorageIndex: Integer32
+hrFSLastFullBackupDate: DateAndTime
+hrFSLastPartialBackupDate: DateAndTime
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<<smi mib class>>
hrSWInstalledEntry

+hrSWInstalledLastChange: TimeTicks
+hrSWInstalledLastUpdateTime: TimeTicks
+hrSWInstalledIndex: Integer32 {index}
+hrSWInstalledName: InternationalDisplayString
+hrSWInstalledID: ProductID
+hrSWInstalledType: Enumeration
+hrSWInstalledDate: DateAndTime

<<smi mib class>>
hrSWRunPerfEntry

+hrSWRunIndex: Integer32 {index}
+hrSWRunPerfCPU: Integer32
+hrSWRunPerfMem: KBytes

<<smi mib class>>
hrSWRunEntry

+hrSWOSIndex: Integer32
+hrSWRunIndex: Integer32 {index}
+hrSWRunName: InternationalDisplayString
+hrSWRunID: ProductID
+hrSWRunPath: InternationalDisplayString
+hrSWRunParameters: InternationalDisplayString
+hrSWRunType: Enumeration
+hrSWRunStatus: Enumeration
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UML Diagram for the SONET-MIB (RFC 2790).


