
<<smi mib class>>
natConfAddrMapEntry

-natConfAddrMapName: SnmpAdminString {index}
-natConfAddrMapIndex: Integer32 {index}
+natConfAddrMapEntryType: Enumeration
+natConfAddrMapDirection: Enumeration
+natConfLocalAddrType: InetAddressType
+natConfLocalAddrFrom: InetAddress
+natConfLocalAddrTo: InetAddress
+natConfLocalPortFrom: Integer32
+natConfLocalPortTo: Integer32
+natConfGlobalAddrType: InetAddressType
+natConfGlobalAddrFrom: InetAddress
+natConfGlobalAddrTo: InetAddress
+natConfGlobalPortFrom: Integer32
+natConfGlobalPortTo: Integer32
+natConfProtocol: Bits
+natConfAddrMapStorageType: StorageType
+natConfAddrMapStatus: RowStatus

<<smi mib class>>
natAddrMapStatsEntry

-natConfAddrMapName: SnmpAdminString {index}
-natConfAddrMapIndex: Integer32 {index}
+natAddrMapStatsInTranslate: Counter32
+natAddrMapStatsOutTranslate: Counter32
+natAddrMapStatsNoResource: Counter32
+natAddrMapStatsAddrUsed: Gauge32

augments

1
1<<smi mib class>>

natConfProtEntry
-natConfProtName: SnmpAdminString {index}
-natConfProtType: NATProtocolType {index}
+natConfProtSpecName: SnmpAdminString
+natConfProtIdleTimeout: Integer32
+natConfProtRowStatus: RowStatus

<<smi mib class>>
natConfTcpEntry

-natConfTcpName: SnmpAdminString {index}
+natConfTcpNegTimeout: Integer32
+natConfTcpRowStatus: RowStatus

<<smi mib class>>
natProtocolStatsEntry

-natProtocolStatsName: NATProtocolType {index}
+natProtocolStatsInTranslate: Counter32
+natProtocolStatsOutTranslate: Counter32
+natProtocolStatsRejectCount: Counter32

<<smi mib class>>
natConfEntry

-natConfInterfaceIndex: InterfaceIndex {index}
+natConfInterfaceRealm: Enumeration
+natConfServiceType: Bits
+natConfAddrMapConfigName: SnmpAdminString
+natConfProtConfigName: SnmpAdminString
+natConfStorageType: StorageType
+natConfStatus: RowStatus

<<smi mib class>>
natInterfaceStatsEntry

-natConfInterfaceIndex: InterfaceIndex {index}
+natInterfacePktsIn: Counter32
+natInterfacePktsOut: Counter32

augments
1

1

<<smi mib class>>
natAddrPortBindEntry

-natAddrPortBindLocalAddrType: InetAddressType {index}
-natAddrPortBindLocalAddr: InetAddress {index}
-natAddrPortBindLocalPort: Integer32 {index}
-natAddrPortBindProtocol: NATProtocolType {index}
+natAddrPortBindGlobalAddrType: InetAddressType
+natAddrPortBindGlobalAddr: InetAddress
+natAddrPortBindGlobalPort: Integer32
+natAddrPortBindId: Unsigned32
+natAddrPortBindDirection: Enumeration
+natAddrPortBindType: Enumeration
+natAddrPortBindAddrMapName: SnmpAdminString
+natAddrPortBindSessionCount: Gauge32
+natAddrPortBindCurrentIdleTime: TimeTicks
+natAddrPortBindInTranslate: Counter32
+natAddrPortBindOutTranslate: Counter32
+natAddrPortBindOrigin: Enumeration
+natAddrPortBindStatus: RowStatus

<<smi mib class>>
natAddrBindEntry

-natAddrBindLocalAddrType: InetAddressType {index}
-natAddrBindLocalAddr: InetAddress {index}
+natAddrBindGlobalAddrType: InetAddressType
+natAddrBindGlobalAddr: InetAddress
+natAddrBindId: Unsigned32
+natAddrBindDirection: Enumeration
+natAddrBindType: Enumeration
+natAddrBindAddrMapName: SnmpAdminString
+natAddrBindSessionCount: Gauge32
+natAddrBindCurrentIdleTime: TimeTicks
+natAddrBindInTranslate: Counter32
+natAddrBindOutTranslate: Counter32
+natAddrBindOrigin: Enumeration
+natAddrBindStatus: RowStatus

<<smi mib class>>
natSessionEntry

-natSessionBindId: Unsigned32 {index}
-natSessionId: Unsigned32 {index}
+natSessionDirection: Enumeration
+natSessionUpTime: TimeTicks
+natSessionProtocolType: NATProtocolType
+natSessionOrigPrivateAddrType: InetAddressType
+natSessionOrigPrivateAddr: InetAddress
+natSessionTransPrivateAddrType: InetAddressType
+natSessionTransPrivateAddr: InetAddress
+natSessionOrigPrivatePort: Integer32
+natSessionTransPrivatePort: Integer32
+natSessionOrigPublicAddrType: InetAddressType
+natSessionOrigPublicAddr: InetAddress
+natSessionTransPublicAddrType: InetAddressType
+natSessionTransPublicAddr: InetAddress
+natSessionOrigPublicPort: Integer32
+natSessionTransPublicPort: Integer32
+natSessionCurrentIdletime: TimeTicks
+natSessionSecondBindId: Unsigned32
+natSessionInTranslate: Counter32
+natSessionOutTranslate: Counter32
+natSessionStatus: RowStatus

<<smi mib class>>
natAddrMapName

<<smi mib class>>
IF-MIB::ifEntry
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